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GeneratorX 

GeneratorX (GX) is a new entry in the Rife community. It is the world’s 
most powerful Rife generator, brimming with features. Each GX contains 
2 function generators, each with 2 outputs and full biofeedback function. 
GX can produce 40 MHz with any waveform, and can also load up to 30 
programs from Spooky to run standalone without a computer. How amaz¬ 
ing is that! 


User Controls 
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Part 1 Using GX With Your Computer 

Making Connections 

Connect the 12V power adaptor into GX. 

Connect the USB cable to GX and your computer. 



Connect your signal-transmitting device directly to GX, or through Spooky 
Boost. 

GX contains 2 function generators. Both fully independent to the other. So 
you can run two transmitting devices simultaneously. 

In this example, G1 connects to a pair of Spooky TENS pads and G2 
connects to Spooky Remote. 
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Short press the Power button to turn on GX. 



Software Operation 

1. Launch the Spooky2 software. If this is the first time you have connect¬ 
ed GX, you will be prompted to install drivers: 


No generators detected X 

No generators were detected. Exit and install drivers? 


Yes 


No 


Cancel 


































Spooky2 Quick Guide 2018 


Device Driver Installation Wizard 



Welcome to the Device Driver 
Installation Wizard! 

This wizard helps you install the software drivers that some 
computers devices need in order to woik. 


To continue, dick Next. 


Device Driver Installation Wizard 


License Agreement 


To continue, accept the following license agreement. To read the entire 
agreement, use the scroll bar or press the Page Down key. 


IMPORTANT NOTICE: PLEASE READ CAREFULLY BEFORE * 

INSTALLING THE RELEVANT SOFTWARE: 

This licence agreement (Ucence) is a legal agreement between you 
(Licensee or you) and Future Technology Devices International Umited 
of 2 Seaward Place. Centurion Business Park, Glasgow G41 1HH, 

Scotland (UK Company Number SC 136640) (Licensor or we)for use of 
driver software provided by the Licensor(Software). 

BY INSTALLING OR USING THIS SOFTWARE YOU AGREE TO THE v 


(§) I accept this agreement Save ^ rint 

OI dont accept this agreement 


< Back [| Next > |J Cancel 



Device Driver Installation Wizard 



Completing the Device Driver 
Installation Wizard 


The drivers were successfully installed on this computer. 

You can now connect your device to this computer. If your device 
came with instructions, please read them first. 


Driver Name 

Status 


V'FTDICDM Driver Packa. 

Ready to use 


s/ FTDICDM Driver Packa... 

Ready to use 



| < Back 

[1 Finish 1 ] 

Cancel 
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You can skip the XM driver installation: 



Confirm Exit 


Are you sure you want to exit? 


Yes 



No 



After Confirming Exit, restart Spooky. All your generators will now be 
recognized. 

GX is 2 generators in one, so each GX uses 2 ports. It is easy to identify 
the port numbers used by each generator. The port number is displayed 
on the screen. In this example, Generator 1 is using port 4 and Generator 
2 is using port 5. 
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1 ^^ 


SO 

<s> @ 


1 


W 


The software will show the port numbers in the Control tab: 


Presets_I_Programs 

- Generators- 

r Allow Generator Overwrites 



Now you can choose presets for your generators. In our example, Gener¬ 
ator 1 is using port 4 and connects to a pair of Spooky TENS pads. Gener¬ 
ator 2 is using port 5 and connects to Spooky Remote. So we choose a 
contact preset for port 4 (Generator 1) and a remote preset for port 5 
(Generator 2). 

For example, to treat a cold, you can use Generator 1 to run cold 
programs and Generator 2 to run detox programs. To do this, first go to 
Presets tab, select >Shell (Empty) Presets, and then the >Contact 
sub-collection. Next, select Killing (C) - JW. 
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Now you can search for and load the programs you wish to run. Select the 
Programs tab and type “cold” into the Search field. You will get about 42 
results. Double click Cold and Flu (PROV), followed by Cold In Head Or 
Chest 1 (CAFL). 

You will see that both programs are now present in the Loaded Programs 
column below. 



Now it’s time to save your work, so return to Presets and click the Save 
button. 
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Spooky2 takes you to the User folder - which is where your personal 
presets are stored. 

Since this is your first contact preset, the folder will be empty. 

In the File Name field, type: 

Cold (C) - SP 

The “C” is to remind you that this is a Contact Mode preset. The SP is the 
User's initials. Change this to whatever you want, and select Save. 
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Now you can run the preset. Go to the Control tab. Tick the Allow Genera¬ 
tor Overwrites checkbox, then select the generator button Port 4. You can 
now click Start to start the preset. 


Presets T_Programs 


r Generators— 

17 Allow Generator Overwrites 




For Generator 2 (Port 5), you can choose a detox preset. 

In the Presets tab, select >Detox, and then the >Remote sub-collection. 
Next, select Terrain (R) - BY. If you have mercury amalgam fillings, please 
use Terrain-Mercury (R) - BY. 
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Go to Control Tab, tick Allow Generator Overwrites, open Generator 2 
(Port 5). After the frequencies are loaded, you can click Start button to 
start the treatment. 
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Now two generators are running. 


Biofeedback Scan 

GX changes the rules for biofeedback entirely. A biofeedback scan which 
takes an hour with Spooky Pulse now takes just over 6 minutes. Even less 
if you do not need to measure both current and phase angle. No more 
sitting (or lying) down forever, waiting for a biofeedback scan to complete. 
GX uses state-of-the-art components and ingenious circuit design to 
accurately monitor the current and phase angle of signals all the way up 
to 40 MHz. So you can really see what is happening in your body. 


Instructions 

Step 1 

Connect your Spooky Contact mode accessory to G1 or G2. Use either 
the Low-Power or High-Power Port if you are using Spooky Boost. Then 
short press the Power button to turn on GX. 
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Step 2 

Launch the Spooky2 software. 

Go to the Presets tab, select >Biofeedback, GeneratorX, and then select 
the GX Biofeedback Scan (C) - JW preset: 




Now go to the Control tab, tick Allow Generator Overwrites, then click the 
red generator control button. The Frequency Column should be empty, 
and you should see these settings: 
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-Biofeedback Scari- 
Log Name 


Start Frequency 
Finish Frequency 

20000 

18000000 

Hz 

Hz 

r BPM 

r 

Angle 

Initial Step Size r 

100 

Hz 

r HRV 


mi A 

r? 

.125 

% 


r 

Angle + mA 


Decimal Places 
Max Hits to Find 
Samples/Step 
Start Delay 
Threshold 


0 

10 

1 

100 

.4 


Detect— 
^ Max 


r Min I” Change 


Calculate Using 
Running Average 
Peak 

2 DP Max 
Single Scan 


Grade Program 


Estimated Biofeedback Duration 


BPM 
HRV 
VI Angle 
Amps 

00:03:14 


Av. BPM 
Av. HRV 
Av. Angle 
Av. Amps 


Scan 


Analyse 


Enter the person’s name and/or other details in the Log Name field. Place 
the TENS pads across the area you would like to scan. Then click the 
Scan button to start the biofeedback scan. 

When your scan completes, you will see the results presented in a new 
window. You can directly do a reverse lookup by clicking Go. This will find 
matches of the resultant frequencies in the Spooky database. Save the 
frequency results by clicking the Save button. 


r ' Scan Results G\Spooky2\ScanData\BFB 20180129_1103_22.csv 


Hits 


01194731.12 (6.35952380952381) 
011988887.07 (6.0980952380952) 
098222.61 (6.07238095238094) 
01437356.46 (5.95714285714286) 
095798.98 (5.89380952380952) 
01417740.24 (5.84428571428569) 
01305538.7 (5.8395238095238) 
0149452 (5.75380952380948) 
0221235.98 (5.75190476190474) 

si 


1753180.4 (5.75) 


! 


-Reverse Lookup — 
0.025 % Tolerance 


Go 


Spooky 2 
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This will take you to the Create Program window. Name your scan results 
set appropriately, then select Save. We suggest including the person’s 
name and date. You can edit the Notes if you wish for future reference. 


“ Create Program - □ X 

Give your program a descriptive name. This will assist you when you do a program search. The program will be saved in C:\Spooky2\Custom.csv 
Program Name 

||BfB 2018/1/29 11:25:24 | 

Frequencies (and optional advanced commands) are entered using a comma to separate each program step. * 

xxx-yyy Sweeps the frequency from xxx Hz to yyy Hz. 

=xxx x is the dwell (seconds) this frequency is to be applied. Example: 2127=180,2128=240,2127-2128=600 

Wx x is the waveform for this frequency. W sets Out 1 and w sets Out 2. The values of x for when specifying the waveforms are: 

1 for Sine. 

2 for Square. 

3 for Sawtooth. 

4 for Inverted Sawtooth. 

5 for Triangle. 

6 for Damped Sinusoidal. 

7 for Damped Square. 

8 for H-Bomb Sinusoidal. 

9 for H-Bomb Square 

Gx x is 1 to turn gating on. 0 for no gating. 

Ax x is the amplitude (voltage peak to peak) of the output w 

Frequencies 

1194731.12,11988887.07,98222.61,1437356.46,95798.98,1417740.24,1305538.7,149452,221235.98,1753180.4 


Enter the default duration (in seconds) you wish to apply each frequency. 

Dwell 

I 180 I 

Email a copy to Cancer Clinic NZ r 

Any notes for this program should be entered here. Spooky2 will include this in searches. 

Program Description 

Biofeedback Scan completed 2018/1/29 11:25:24 


Spooky2 will automatically refresh the database after adding a new 
program. Your new program can now be searched in the Programs tab. 


-Biofeedback Scan- 

Log Name 
Start Frequency 
Finish Frequency 
Initial Step Size r 
(*■ 

Decimal Places 
Max Hits to Find 
Samples/Step 
Start Delay 
Threshold 


20000 

18000000 

100 

.125 

0 

10 

1 

100 

.4 


Hz 

Hz 

Hz 

% 


• Detect- 




Estimated Biofeedback Duration 


Max 


Min 


Change 


r BPM 

fi ‘ Angle 


r HRV 

r mA 



r Angle + mA 


Calculate Using- 

^ Running Average 
Peak 

2 DP Max 
Single Scan 


Grade Program 


BPM 
HRV 
VI Angle 
Amps 

00:03:14 


Av. BPM 
Av. HRV 
Av. Angle 
Av. Amps 


Scan 


Analyse 
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You can also click Analyse to open data from a previous scan. In this way 
you can also choose different settings for the analysis, such as choosing 
Angle instead of Current. BPM and HRV are for the Spooky2-XM Genera¬ 
tor. 



When the file opens, Spooky will instantly perform another analysis and 
present the results ready for another Reverse Lookup or for saving. The 
numbers in the file names are the scan date and time. 


Scan Results C:\Spoolcy2\ScanData\BFB 20180129_1103_22.csv 




Hits 


0 6191287.61 (6.49761904761905) 
@738578.09 (6.17666666666665) 
@733062.91 (6.13904761904763) 
09767965.09 (6.09047619047618) 
0661688.93 (6.08714285714285) 

013499545.08 (5.99619047619046) 
04496696.01 (5.97476190476189) 
022240.52157 (5.94333333333333) 
@83603.62 (5.89047619047616) 


[106398.02 (5.88571428571427) 




- Reverse Lookup — 

0.025 % Tolerance Go 


Spooky 2 
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1. It is better to have the electrodes as close as possible across the prob¬ 
lem area, so more of the pathogen cells are passed by the signal. 

2. For the whole body scan, you can place one Tens pad on the back of 
the right hand, and place the other just below the outside ankle of your left 
foot. This is not recommended as more healthy cells will lessen the patho¬ 
gen cell signal. 

3. Hand cylinders can be used instead of TENS pads, but the grip has to 
be kept constant for accurate results. 

4. The biofeedback scan function can only be used when GX is controlled 
by the Spooky2 software. It cannot be performed stand-alone. 

5. Spooky2 can only perform one biofeedback at a time. 

6. Never place electrodes above the neck and keep them away from the 
heart. 


GX Software Features 

When GX is detected, the Spooky software shows more controls. Here we 
will explain the function of these controls. 



Sync 


! Load j 


Copy 

Paste 


Reset 

Erase 
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Load 

Store programs and basic settings in the generator so it can run stand¬ 
alone. 


Loading programs into GX 

1. Choose a Preset in the Presets tab. 

2. Go to the Control tab. Tick Allow Generator Overwrites and open a gen¬ 
erator. 

3. Click the Load button. 


Generator 4 i, Remove Metals 



Frequency Adjustment 

- j. 


+J- 1 Hz 


J>J 


Estimated Totaf Run Time qi ; o 5 ;O 0 
Current Preset Duration 00:00:00 

Current Chain Duration _ 00:00:00 

1. Remove Metals 


*1 H 


Reverse Lookup 
I" Include Octave 
r Search CUST Database 
.025 % Tolerance 


Include 0 Hz In Search 


Frequency 

0 

0 

Waveform 

Square 

Inverse-nSym: 

DutyCycte 

50% 

50% 

Amplitude 

Ov 

Ov 

Offset 

G% 

0% 

Phase Angle 

Q Degrees 

0 Degrees 

VI Phase 

0 

- 

Current 

0 

- 







Esa 

Sync 

[ Load ] 


Copy 

Paste 


Reset 

Erase 


4. Double click to select a memory location to save the preset and click 
Save. You can overwrite an existing memory location if you wish. Load up 
to 30 programs into each generator. 




































Spooky2 Quick Guide 2018 


& Load Gerarato* 


□ v 


tin* Program Nimt 



5. Turn off GX and disconnect from your computer. You now have a 
stand-alone Rife machine! 


Copy 

Copy GX memory to a memory file. The entire memory will be saved. 
1. Go to the Control tab, select a generator, and click Copy. 


Generator 5 1. Remove Metals 

Start 



Frequency Adjustment 


Estimated Total Run Time 
4k Current Preset Duration 
Current Chain Duration 




■*l 


Generator Output- 


Frequency 
Waveform 
Duty Cycle 
Amplitude 
Offset 
Phase Angle 
VI Phase 
Current 


Out 1 
0 

Square 

0% 

Ov 

0% 

0 Degrees 
0 
0 


Out 2 

0 

Inverse+Sync 

0% 

Ov 

0% 

0 Degrees 


Reverse Lookup— 

I” Include Octave Go 

I - Search CUST Database 
.025 % Tolerance 

Include 0 Hz In Search 


Sync 

Load 


| Copy 




Paste 


Erase 












































Spooky2 Quick Guide 2018 


2. Name the copied file and save it. The file will be saved in \Spooky2\Da- 
ta. 


^ Select Destination File 

'T* | « (C) > Spooky2 > Data 

Organize ▼ New folder 


v Cj 


Quick access 
□ Desktop ft 
Downloads ft 
§2 Documents ft 
|E] Pictures ft 
9 This PC ft 
Q] Biofeedback 
Jj Music 
[j Spooky2 
H Videos 


* 


Date modified 

No items match your search. 


Type 


File name: 

GenMem 4 

3 

Save as type: 

Text (*.txt) 

H 


Paste 

Paste a memory file to GX. The entire memory contents will be transferred 
to GX memory. 

Please note that Copy and Paste functions are very convenient if you want 
to standardize the stand-alone programs in your generators, or if you want 
to share program sets or generators with your friends. 


Reset 

Reset the generator to factory defaults. The generator will power off after 
resetting. You will need to Rescan Devices (top menu Utils) after resetting. 
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Erase 

Clear all programs in the generator. 


Part 2 Stand-alone - Running Spooky2 Programs 

Hardware Connection 

Connect the 12V power adaptor into GX. 

Connect the transmission device of your choice to the output of GX. 
Because each GX contains 2 function generators, you can use two trans¬ 
mission devices on your GX simultaneously. 

This example shows 2 Spooky Remotes connected to GX: 



Press the Power button to turn on GX. 

You can choose programs for either G1 or G2. In this example we have 
selected the first generator G1. 
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Press the G1 button. The selected generator panel will turn white. Press¬ 
ing the Stop button will return to the main screen. 








V 


Use the arrow Up and Down buttons to choose the program to run, for 
example, Abdominal Pain. 


■u 


GeneratorX 
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Highlight a program, and press the Start button. This selects the program. 
GX will return to the main screen. 


Generator X 









Press Start button again. The program will start. The frequency will be 
shown in the display. 



If you wish to run the program continuously, press the Loop button instead 
of the Start button. The Loop icon will appear on the top right of the 
screen. 
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If you press Start or Loop while a program is running, it will pause. 


Generator X 



Pressing the same button again will continue the program. 
Pressing Stop will stop the running program. 
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Press the G2 button to choose a program for G2. The procedure for 
choosing and running a program for G2 is the same as that of G1. 


Generator Status 


► 


■ 

MB! ijl 

Running 


Stopped 

Paused 


Running 


Stopped 


Paused 


Looping 
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Specifications 

General Description 

GeneratorX is a state-of-the-art arbitrary waveform generator, with two 
generators combined into a single unit. Display and memory storage tasks 
are controlled by an immensely powerful 266 MHz ARM (Advanced RISC 
Machine) processor. A second 266 MHz ARM processor handles the main 
functions. A third 16 MHz advanced STM8 core processor controls the 
analog measuring capabilities of GeneratorX. The 3 processors work 
together for unparalleled performance. 


GeneratorX Specifications 

Input Voltage: 12VDC 2A 

Configuration: 2 x Independent DDS generators 

Output Short Circuit Protection: Yes 

Offline (Stand-alone) Operation: Yes 

USB speed: 115200 bps 

Maximum Offline Program Count: 30 

Maximum frequencies per program: 200 

Microprocessors: 2 x 266 MHz ARM. 1 x 16 MHz advanced STM8 core 
CPU 

Output waveform: 10 bits x 1024 bits 

Sampling Rate: 266 MSPS 

Display: 3.2” TFT True Color LCD 

Display Resolution: 320 x 240 bit 

Maximum Amplitude: 20vpp 

Amplitude Resolution: 0.01 v 

Output Impedance: 50 Q 

Frequency Range: 0-40 MHz for all waveforms 

Frequency Resolution: 0.00001 Hz up to 40 kHz. 0.01 Hz above 40 kHz 

Modulation Method: AM (Out 2 modulates Out 1) 

Measurement Detection: Current and Phase Angle 
Measurement Method: High-side Detection 
Measurement Frequency Range: 100 Hz-40 MHz 
Measurement Resolution: 16 bits 
Current detection resolution: 3.4uA 
Phase angle detection resolution: 0.0015 degrees 
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